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TYPE A B C D E *Total Movement

Flat Profi le
SWJ2 25 25 95 35 11 - 55
SWJ2 50 50 120 35 11 - 100
SWJ2 75 75 145 35 11 - 150
SWJ2 100 100 170 35 11 - 200
SWJ2 125 125 195 35 11 - 250
SWJ2 150 150 220 35 11 - 300
Corner Profi le
SWJ2/C 25 25 60 35 11 35 55
SWJ2/C 50 50 85 35 11 35 100
SWJ2/C 75 75 110 35 11 35 150
SWJ2/C 100 100 135 35 11 35 200
SWJ2/C 125 125 160 35 11 35 250
SWJ2/C 150 150 185 35 11 35 300

Surface FixSWJ2

Description
High movement capacity anodized aluminum/
PVC weather seal expansion joint for use in
walls and ceilings in internal and external applications.

Materials
Base: Anodized aluminium 6063/T6
Special PVC joint seals resistant to sunlight

Supply Lengths
Aluminium Profi le: 3m
PVC Joint Seals: 50m
Custom lengths can be produced to order.

Wall and Ceiling Profiles

PVC Joint Seal Colour

Black   Beige   Grey
(Other colors available subject to 500m minimum order)

Dimension in mm*Movements do not take into consideration PVC elongation at break (ISO R 527)


